
OPZIONI

Base

Base regolabili in profondità

Base alto

Sockel

Controllo dell'aria

ElectronicAIR™

Powerbank für ElectronicAIR™

Manuale

AIR-System

Air System 600 ART

INFORMAZIONI SUL
PRODOTTO

Prove

Classe di efficienza energetica empty

Scheda tecnica
TEST
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https://attika.a4interactive.ch/_profiler/fe3edb?panel=pimcore
https://attika.a4interactive.ch/_profiler/fe3edb?panel=request
file:///home/httpd/vhosts/attika.a4interactive.ch/httpdocs/attika_dev/src/Controller/Web2printController.php#L32
https://attika.a4interactive.ch/_profiler/fe3edb?panel=time
https://attika.a4interactive.ch/_profiler/fe3edb?panel=time
javascript:void(0);
https://attika.a4interactive.ch/_profiler/fe3edb?panel=logger
https://attika.a4interactive.ch/_profiler/fe3edb?panel=cache
https://attika.a4interactive.ch/_profiler/fe3edb?panel=translation
https://attika.a4interactive.ch/_profiler/fe3edb?panel=security
https://attika.a4interactive.ch/_profiler/fe3edb?panel=twig
file:///home/httpd/vhosts/attika.a4interactive.ch/httpdocs/attika_dev/templates/web2print/product/header.html.twig#L1
https://attika.a4interactive.ch/_profiler/fe3edb?panel=db
https://attika.a4interactive.ch/_profiler/fe3edb?panel=config
https://attika.a4interactive.ch/_profiler/fe3edb
https://attika.a4interactive.ch/_profiler/phpinfo
https://symfony.com/doc/6.4.23/index.html
https://symfony.com/support
https://attika.a4interactive.ch/_profiler/435bdf?panel=pimcore
https://attika.a4interactive.ch/_profiler/435bdf?panel=request
file:///home/httpd/vhosts/attika.a4interactive.ch/httpdocs/attika_dev/src/Controller/Web2printController.php#L65
https://attika.a4interactive.ch/_profiler/435bdf?panel=time
https://attika.a4interactive.ch/_profiler/435bdf?panel=time
javascript:void(0);
https://attika.a4interactive.ch/_profiler/435bdf?panel=logger
https://attika.a4interactive.ch/_profiler/435bdf?panel=cache
https://attika.a4interactive.ch/_profiler/435bdf?panel=translation
https://attika.a4interactive.ch/_profiler/435bdf?panel=security
https://attika.a4interactive.ch/_profiler/435bdf?panel=twig
file:///home/httpd/vhosts/attika.a4interactive.ch/httpdocs/attika_dev/templates/web2print/product/footer.html.twig#L1
https://attika.a4interactive.ch/_profiler/435bdf?panel=db
https://attika.a4interactive.ch/_profiler/435bdf?panel=config
https://attika.a4interactive.ch/_profiler/435bdf
https://attika.a4interactive.ch/_profiler/phpinfo
https://symfony.com/doc/6.4.23/index.html
https://symfony.com/support


INFORMAZIONI SUL
PRODOTTO

Collegamenti

Tubo di scarico Ø (LAS) empty mm

Allacciamento al gas empty

Peso seconda del modello/equipaggiamento

Peso seconda del modello/equipaggiamento empty kg

Prove

Classe di efficienza energetica empty

CE empty

SVGW empty

WEB2PRINT.PRODUKTINFORMATIONENBIOETHANOL

Prove

SVGW

 167 ms

 6.4.23

Scheda tecnica
TEST

200

Tutte le informazioni sono fornite senza garanzia. I bozzetti non sono in scala. 30.07.2026 | 2 / 2

ATTIKA FEUER AG I Brunnmatt 16 I CH-6330 Cham I Tel. +41 41 784 80 80 I info@attika.ch I www.attika.ch

200

https://attika.a4interactive.ch/_profiler/6f99a6?panel=pimcore
https://attika.a4interactive.ch/_profiler/6f99a6?panel=request
https://attika.a4interactive.ch/_profiler/6f99a6?panel=time
https://attika.a4interactive.ch/_profiler/6f99a6?panel=time
https://attika.a4interactive.ch/_profiler/6f99a6?panel=logger
https://attika.a4interactive.ch/_profiler/6f99a6?panel=cache
https://attika.a4interactive.ch/_profiler/6f99a6?panel=translation
https://attika.a4interactive.ch/_profiler/6f99a6?panel=security
https://attika.a4interactive.ch/_profiler/6f99a6?panel=twig
https://attika.a4interactive.ch/_profiler/6f99a6?panel=db
https://attika.a4interactive.ch/_profiler/6f99a6?panel=config
https://attika.a4interactive.ch/_profiler/8052d0?panel=pimcore
https://attika.a4interactive.ch/_profiler/8052d0?panel=request
file:///home/httpd/vhosts/attika.a4interactive.ch/httpdocs/attika_dev/src/Controller/Web2printController.php#L32
https://attika.a4interactive.ch/_profiler/8052d0?panel=time
https://attika.a4interactive.ch/_profiler/8052d0?panel=time
javascript:void(0);
https://attika.a4interactive.ch/_profiler/8052d0?panel=logger
https://attika.a4interactive.ch/_profiler/8052d0?panel=cache
https://attika.a4interactive.ch/_profiler/8052d0?panel=translation
https://attika.a4interactive.ch/_profiler/8052d0?panel=security
https://attika.a4interactive.ch/_profiler/8052d0?panel=twig
file:///home/httpd/vhosts/attika.a4interactive.ch/httpdocs/attika_dev/templates/web2print/product/header.html.twig#L1
https://attika.a4interactive.ch/_profiler/8052d0?panel=db
https://attika.a4interactive.ch/_profiler/8052d0?panel=config
https://attika.a4interactive.ch/_profiler/8052d0
https://attika.a4interactive.ch/_profiler/phpinfo
https://symfony.com/doc/6.4.23/index.html
https://symfony.com/support
https://attika.a4interactive.ch/_profiler/982253?panel=pimcore
https://attika.a4interactive.ch/_profiler/982253?panel=request
file:///home/httpd/vhosts/attika.a4interactive.ch/httpdocs/attika_dev/src/Controller/Web2printController.php#L65
https://attika.a4interactive.ch/_profiler/982253?panel=time
https://attika.a4interactive.ch/_profiler/982253?panel=time
javascript:void(0);
https://attika.a4interactive.ch/_profiler/982253?panel=logger
https://attika.a4interactive.ch/_profiler/982253?panel=cache
https://attika.a4interactive.ch/_profiler/982253?panel=translation
https://attika.a4interactive.ch/_profiler/982253?panel=security
https://attika.a4interactive.ch/_profiler/982253?panel=twig
file:///home/httpd/vhosts/attika.a4interactive.ch/httpdocs/attika_dev/templates/web2print/product/footer.html.twig#L1
https://attika.a4interactive.ch/_profiler/982253?panel=db
https://attika.a4interactive.ch/_profiler/982253?panel=config
https://attika.a4interactive.ch/_profiler/982253
https://attika.a4interactive.ch/_profiler/phpinfo
https://symfony.com/doc/6.4.23/index.html
https://symfony.com/support

